
ABS DEHYDRATION PACKAGES

• Network compatible

• Multiple cooling stages

• High capacity chillers

• Gas re-heat after dehydration

• Dew points below 38F

• VFD multistage blowers

• Flexible flow limits

• Scalable

• 304 Stainless steel piping, fittings 
   and standard hardware

• Stainless valves with Viton seats 
   and standard seals

FEATURES OPTIONS 
• Digital recording 
   and gas analysis.
• UL listed control panel
• Alarm Notification

• Cellular communication

• Continuous gas analysis

• Custom sizing available

• PLC with HMI interface

• PLC Allan Bradley or 
   Direct Logic 

• On-screen data collection

MODEL NUMBER
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— ADVANCED BIOGAS DEHYDRATION PACKAGES —

EDHY-015-06-0800-150-35-75-1	 15	 6	 800	 150	 35	

EDHY-015-06-1250-150-35-75-1	 15	 6	 1250	 150	 35	

EDHY-015-08-1700-150-35-75-1	 15	 8	 1700	 150	 35	

EDHY-015-08-2500-150-35-75-1	 15	 8	 2500	 150	 35	

EDHY-015-10-3000-150-35-75-1	 15	 10	 3000	 150	 35	

EDHY-015-10-4000-150-30-75-1	 15	 10	 4000	 150	 30	

EDHY-015-12-5000-150-35-75-1	 15	 12	 5000	 150	 35	

EDHY-015-12-6000-095-35-75-1	 15	 12	 6000	 95	 35	

EDHY-300-06-6000-095-30-50-0	 300	 4	 6000	 95	 30	

PRESSURE 
PSIG

INLET SIZE 
INCHES

MAXIMUM 
FLOW (SCFM)

INLET 
TEMP

DEWPOINT 
DEGREE F
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